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A

128Mb/8M x 16 bit Synchronous DRAM (SDRAM)

Alliance Memory

Features Tablel. Key Specifications
AFast access time from clock: 5/5.4 ns AS4C8_M16S_ - 6/7
AFast clock rate: 166/143 MHz tCK3|Clock Cycle time(min.) 6/7 ns
AFully synchronous operation tAC3|Access time from CLK(max.) 5/5.4 ns
Alnternal pipelined architecture tRAS o .
A2M word x 16-bit x 4-bank i Row Active 'Flme(m.ln.) 42/42 ns
AProgrammable Mode registers Row Cycle time(min.) 60/63 ns

- CAS Latency: 2, or 3 Table 2. Ordering Information

- Burst Length: 1, 2, 4, 8, or full page

- Burst Type: interleaved or linear burst Part Number Frequency | Package

- Burst stop function AS4C8M16S -6TCN 166MHz TSOP I
AAuto Refresh and Self Refresh AS4C8M16S-6TIN |  166MHz TSOP |l
A4096 refresh cycles/64ms AS4C8M16S -7TCN|  143VIHz TSOP I
ACKE power down mode

ASingle +3.3V + 0.3V power supply
Alnterface: LVTTL
Ab4-pin 400 mil plastic TSOP Il package

T: indicates TSOPII Package,
N: indicates Pb and Halogen Free for TSOPII Package

- Pb free and Halogen free Figure 1. Pin Assignment (Top View)
i vbb [ 1© 54 [_1vss
Overview Do [ 2 53 [1DQ15
The AS4C8M16S SDRAMis a high-speed CMOS vDDQ [ 3 52 [1vssQ
synchronous DRAM containing 128 Mbits. It is DQ1[]4 51 [1DQ14
internally configured as 4 Banks of 2M word x 16 DQ2[]5 50 [ 1DQ13
DRAM with a synchronous interface (all signals are vssQ[]6 49 [ 1 vDDQ
registered on the positive edge of the clock signal, DQ3[ |7 48 [ 1 DpQ12
CLK). Read and write accesses to the SDRAM are D48 47 [JpQ11
burst oriented; accesses start at a selected location vbDQ |9 46 [_1VvssQ
and continue for a programmed number of locations DQs L] 10 45 [_1DQ10
in a programmed sequence. Accesses begin with DQe L {11 44 [ _1DQo
the registration of a BankActivate command which vssQ L{12 43 [_1vbDQ
is then followed by a Read or Write command. DQ7 L] 13 42 [ _1DQs
vbD[]14 41 []vss
The AS4C8M16S provides for programmable LDOM[] 15 40 [ ] NC/RFU
Read or Write burst lengths of 1, 2, 4, 8, or full page, WE#[_|16 39 [1ubom
with a burst termination option. An auto precharge CAS#[ |17 38 [JcLk
function may be enabled to provide a self-timed row RAS#[] 18 37 [ CKE
precharge that is initiated at the end of the burst cs#]19 36 [_INC
sequence. The refresh functions, either Auto or Self BAO[]20 35 [ A1l
Refresh are easy to use. Bal[J21 34 [ A9
. . Alo/aP[]22 33[1As8
By having a programmable mpde register, the A0 23 32 [ A7
system can choose the most sunab!e modes to AL 24 31 A6
maximize its perforn_]ance. Thgs_e dev!ces are well A2 25 30 [ As
suned_ for appllcathns requiring h.|gh memory A3 26 29 [ A4
bandwidth and particularly well suited to high vDD [ 27 28 [ vss

performance PC applications.
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Figure 2. Block Diagram
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Pin Descriptions

Table 3. Pin Details of AS4C8M16S

Symbol

Type

Description

CLK

Input

Clock: CLK is driven by the system clock. All SDRAM input signals are sampled
on the positive edge of CLK. CLK also increments the internal burst counter and
controls the output registers.

CKE

Input

Clock Enable: CKE activates (HIGH) and deactivates (LOW) the CLK signal. I
CKE goes low synchronously with clock (set-up and hold time same as other
inputs), the internal clock is suspended from the next clock cycle and the state of
output and burst address is frozen as long as the CKE remains low. When al
banks are in the idle state, deactivating the clock controls the entry to the Power
Down and Self Refresh modes. CKE is synchronous except after the device enterg
Power Down and Self Refresh modes, where CKE becomes asynchronous unti
exiting the same mode. The input buffers, including CLK, are disabled during
Power Down and Self Refresh modes, providing low standby power.

BAO,BA1

Input

Bank Activate: BAO, BA1 input select the bank for operation.

BA1l BAO Select Bank

0 0 BANK #A

0 1 BANK #B

1 0 BANK #C

1 1 BANK #D

AO-All

Input

Address Inputs: AO0-All are sampled during the BankActivate command (row
address A0-A11l) and Read/Write command (column address A0-A8 with A10
defining Auto Precharge) to select one location out of the 2M available in the
respective bank. During a Precharge command, A10 is sampled to determine if al
banks are to be precharged (A10 = HIGH). The address inputs also provide the
op-code during a Mode Register Set command.

CS#

Input

Chip Select: CS# enables (sampled LOW) and disables (sampled HIGH) the
command decoder. All commands are masked when CS# is sampled HIGH. CS#
provides for external bank selection on systems with multiple banks. It ig
considered part of the command code.

RAS#

Input

Row Address Strobe: The RAS# signal defines the operation commands in
conjunction with the CAS# and WE# signals and is latched at the positive edges of
CLK. When RAS# and CS# are asserted "LOW" and CAS# is asserted "HIGH,’
either the BankActivate command or the Precharge command is selected by the
WE# signal. When the WE# is asserted "HIGH," the BankActivate command ig
selected and the bank designated by BA is turned on to the active state. When the
WE# is asserted "LOW," the Precharge command is selected and the bank
designated by BA is switched to the idle state after the precharge operation.

CAS#

Input

Column Address Strobe: The CAS# signal defines the operation commands in
conjunction with the RAS# and WE# signals and is latched at the positive edges of
CLK. When RAS# is held "HIGH" and CS# is asserted "LOW," the column access
is started by asserting CAS# "LOW." Then, the Read or Write command is
selected by asserting WE# "LOW" or "HIGH."

WE#

Input

Write Enable: The WE# signal defines the operation commands in conjunction
with the RAS# and CAS# signals and is latched at the positive edges of CLK. The
WE# input is used to select the BankActivate or Precharge command and Read of
Write command.
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LDQM, Input |Data Input/Output Mask: Controls output buffers in read mode and masks
UDQM Input data in write mode.
DQO0-DQ15 | Input/ |Datal/O: The DQO-15 input and output data are synchronized with the positive
Output |edges of CLK. The I/Os are maskable during Reads and Writes.
NC/RFU - No Connect: These pins should be left unconnected.
VbDQ Supply |DQ Power: Provide isolated power to DQs for improved noise immunity.
(3.3V+£0.3V)
Vssq Supply |DQ Ground: Provide isolated ground to DQs for improved noise immunity.
(0V)
VoD Supply |Power Supply: +3.3V £ 0.3V
Vss Supply |Ground
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Operation Mode

Fully synchronous operations are performed to latch the commands at the positive edges of CLK.
Table 4 shows the truth table for the operation commands.

Table 4. Truth Table (Note (1), (2))

Command State CKEn-1|CKEn |DQM |BAO,1| A10 | A0-9,11 |CS# [RAS# |CASH#| WE#
BankActivate Idle® H X X V | Row address | L L H H
BankPrecharge Any H X X \% L X L L H L
PrechargeAll Any H X X X H X L L H L
Write Active® | H X \Y \Y L | Column | | H L L
Write and AutoPrecharge Active® H X \VJ V H (Z(édiezg) L H L L
Read Active®) H X V V L Column L H L H
Read and Autoprecharge Active®) H X \% \% H (aA%dIeig) L H L H
Mode Register Set Idle H X X OP code L L L L
No-Operation Any H X X X X X L H H H
Burst Stop Active® H X X X X X L H H L
Device Deselect Any H X X X X X H X X X
AutoRefresh Idle H H X X X X L L L H
SelfRefresh Entry Idle H L X X X X L L L H
SelfRefresh Exit Idle L H X X X X H X X X

(SelfRefresh) L H H H

Clock Suspend Mode Entry Active H L X X X X H X X X
L \% \% \%

Power Down Mode Entry Any®) H L X X X X H X X X
L H H H

Clock Suspend Mode Exit Active H X X X X X X X X
Power Down Mode Exit Any H X X X X H X X X
(PowerDown) L H H H

Data Write/Output Enable Active H X L X X X X X X X
Data Mask/Output Disable Active H X X X X X X X X

Note: 1.V=Valid, X=Don't Care L=Low level H=High level
2. CKEn signal is input level when commands are provided.

CKEn-1 signal is input level one clock cycle before the commands are provided.

3. These are states of bank designated by BA signal.

4. Device state is 1, 2, 4, 8, and full page burst operation.

5. Power Down Mode cannot enter in the burst operation.

When this command is asserted in the burst cycle, device state is clock suspend mode.
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Commands

1

BankActivate

(RAS# ="L", CAS# = "H", WE# = "H", BAs = Bank, AO-All = Row Address)

The BankActivate command activates the idle bank designated by the BAO, 1 signals. By
latching the row address on AO to All at the time of this command, the selected row access is
initiated. The read or write operation in the same bank can occur after a time delay of trep (min.)
from the time of bank activation. A subsequent BankActivate command to a different row in the same
bank can only be issued after the previous active row has been precharged (refer to the following
figure). The minimum time interval between successive BankActivate commands to the same bank
is defined by trc (Min.). The SDRAM has four internal banks on the same chip and shares part of the
internal circuitry to reduce chip area; therefore it restricts the back-to-back activation of the two
banks. trrp (Min.) specifies the minimum time required between activating different banks. After this
command is used, the Write command and the Block Write command perform the no mask write
operation.

TO T1 T2 T3 Tn+3 Tn+4  Tn+5 Tn+6
CLK 'S D U B S o I w0 e N e I
ADDRESS
COMM AND oy
! | RASH#- Cycletlme(tRc)|

Autolrecharge

Begin D o nCate

Figure 3. BankActivate Command Cycle (Burst Length = n, CAS# Latency = 3)

BankPrecharge command
(RAS# ="L", CAS# = "H", WE# = "L", BAs = Bank, A10 = "L", A0-A9 and A1l = Don't care)

The BankPrecharge command precharges the bank disignated by BA signal. The precharged
bank is switched from the active state to the idle state. This command can be asserted anytime after
tras(min.) is satisfied from the BankActivate command in the desired bank. The maximum time any
bank can be active is specified by tras(max.). Therefore, the precharge function must be performed
in any active bank within tras(max.). At the end of precharge, the precharged bank is still in the idle
state and is ready to be activated again.

PrechargeAll command

(RAS# = "1L", CAS# = "H", WE# = “ADéand AIR ABon'ttaréd)on 6t car
The PrechargeAll command precharges all banks simultaneously and can be issued even if all
banks are not in the active state. All banks are then switched to the idle state.

Read command

(RAS# = "H", CAS# ="L", WE# = "H", BAs = Bank, A10 = "L", A0-A8 = Column Address)

The Read command is used to read a burst of data on consecutive clock cycles from an active
row in an active bank. The bank must be active for at least treo (min.) before the Read command is
issued. During read bursts, the valid data-out element from the starting column address will be
available following the CAS# latency after the issue of the Read command. Each subsequent data-
out element will be valid by the next positive clock edge (refer to the following figure). The DQs go
into high-impedance at the end of the burst unless other command is initiated. The burst length,
burst sequence, and CAS# latency are determined by the mode register, which is already
programmed. A full-page burst will continue until terminated (at the end of the page it will wrap to
column 0 and continue).
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TO T1 T2 T3 T4 T5  T6 T7 T8
'snien e el en BN s B an B un P wn
| | | |
| | | |

CLK | | |

I I I

COMMA ND _<READ/>_< NOP >_< NOP >_< NOP >_< NOP>_< NOP >_< NOP >_< NOP >_<NOP >_
I I I I

| | | |
(00T Ay OO DO A Bout
I I I
| |

I
uT AX IDOU'><1 : DOXAZ Dour h

I
|
]
I O
Figure 4. Burst Read Operation (Burst Length = 4, CAS# Latency = 2, 3)

CASt#latency=2
tCKZ, DQ

—— — 1 —— ]

CASt#latency=3
tCKB, DQ

O
\

The read data appears on the DQs subject to the values on the DQM inputs two clocks earlier
(i.e. DQM latency is two clocks for output buffers). A read burst without the auto precharge function
may be interrupted by a subsequent Read or Write command to the same bank or the other active
bank before the end of the burst length. It may be interrupted by a BankPrecharge/ PrechargeAll
command to the same bank too. The interrupt coming from the Read command can occur on any
clock cycle following a previous Read command (refer to the following figure).

TO T1 T2 T3 T4 T5 T6 T7 T8
CLK 'enilenilenien el e BV en B e B0 au
I I I I I I I
COMM AND EAD EAD NOP\ ¢ NOP NOP NOP\ / NOP NOP \W>_
CASH lataicy=2 | | [ [ [ [ [
| | / DOUT DONZ B, T B, UT B, \
teke, DQ | |
CAS# latency=3 . . . .
texs, D | | | ¢ |
ok, DQ | I I DQJJLA;:—PW-;‘;@-.—D%;-&,—EQUI&) poUfr Bs

Figure 5. Read Interrupted by a Read (Burst Length = 4, CAS# Latency = 2, 3)

The DQM inputs are used to avoid 1/0O contention on the DQ pins when the interrupt comes
from a Write command. The DQMs must be asserted (HIGH) at least two clocks prior to the Write
command to suppress data-out on the DQ pins. To guarantee the DQ pins against I/O contention, a
single cycle with high-impedance on the DQ pins must occur between the last read data and the
Write command (refer to the following three figures). If the data output of the burst read occurs at the
second clock of the burst write, the DQMs must be asserted (HIGH) at least one clock prior to the
Write command to avoid internal bus contention.
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TO T1 T2 T3 T4 T5 T6 T7 T8 T9
CLK + 4 4L
| | | | : | |
| | | I |
DQM | | | P | I
| | | N | |
I N\ I I
COMM AND < NoP < NOP >-<;§¢|NV§AT>-< NOP Y« NOP »QREAD AWriTE A NoP > NOP » NOP »-
L] L L] L] I \ L] L]
| | | | : \\I |
CAS# latency=2 | l | | | Y| (oA
4 OXDIN A1><DINA2><DINA3>
tekz, DQ | | | | : I 1 I I I

Must be Hi-Z before
the Write Command

Figure 6. Read to Write Interval (Burst Length O4, CAS# Latency = 2)

TO T1 T2 T3 T4 5 T6 T7 T8
oLk M
I I I I I I I
oev N U / NN
| | | I I~ N
COMMAND -( NOP)—(READA)—( NOP >-< NOP >-< NOP>—< NOP RITE B>-<NOP >-< NOP>—
1 1 1 1 1 1 \ 1
CAS#latency=3 | | | | I \I \}_.\2.
texs, DQ } ] | |—(bout A) : | { DINBo X DINB: X DIN B, »—
| | | | MUt be Hi-IZ before] | |
) ) the'Write Command
Figure 7. Read to Write Interval (Burst Length /b 4, CAS# Latency = 3)
TO T1 T2 T3 T4 T5 T6 T7 T8
CLK ¢ 4 4 4 45 4 4 4 4 L
I I I I I I I
DQM N /I DN\ |
1 1 NJ N N |

COMMAND < NOP > NOP »READ A< NOP »< NOP »4RITE B} NOP » NOP > NOP»-
I I I N T

I | |
CASH latency=2 | | | | h
y_ I \DIN Bo DIN B, DIN B, DIN B3>—

teke, DQ | | Mustbe Hi-z beidre ' ! !
the Write Command W Do nGate

Figure 8. Read to Write Interval (Burst Length O4, CAS# Latency = 2)

A read burst without the auto precharge function may be interrupted by a BankPrecharge/
PrechargeAll command to the same bank. The following figure shows the optimum time that
BankPrecharge/ PrechargeAll command is issued in different CAS# latency.
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CLK

ADDRESS

I I I I ¢ ) ) >
COMMAND ~READ A~ NOP 3L NOP »{ NOP »rechargy{ NOP 3{ NOP M-Activate NOP -
I I I I I

| |
CASH# latency=2
teks DQ Y : : {:)IOUT AXDIOUT A><DOIUT A><DOIUT A :
CAS# latency=3 1 1 1 1
toxs DQ 4 : : : <DIOUT A}{JOIUT AXDOIUT A}(DOIUT A>
1 []

Figure 9. Read to Precharge (CAS# Latency = 2, 3)

5 Read and AutoPrecharge command

(RAS# = "H", CAS# = "L", WE# = "H", BAs = Bank, A10 = "H", A0-A8 = Column Address)

The Read and AutoPrecharge command automatically performs the precharge operation after
the read operation. Once this command is given, any subsequent command cannot occur within a
time delay of {tre (min.) + burst length}. At full-page burst, only the read operation is performed in
this command and the auto precharge function is ignored.

6  Write command
(RAS# ="H", CAS# ="L", WE# = "L", BAs = Bank, A10 = "L", A0-A8 = Column Address)

The Write command is used to write a burst of data on consecutive clock cycles from an active
row in an active bank. The bank must be active for at least trco (min.) before the Write command is
issued. During write bursts, the first valid data-in element will be registered coincident with the Write
command. Subsequent data elements will be registered on each successive positive clock edge
(refer to the following figure). The DQs remain with high-impedance at the end of the burst unless
another command is initiated. The burst length and burst sequence are determined by the mode
register, which is already programmed. A full-page burst will continue until terminated (at the end of
the page it will wrap to column 0 and continue).

TO T1 T2 T3 T4 T5 T6 T7 T8
CLK t|t|1|lllll|1|“|“|_
COMM AND < NoP »wriTe A< NOP>—< NOP>—< NoP 3 NOP>—< NOP X NOP » NOP »-
| I

DQ _|_<—DTM(>-< DINA>—<DINA2

The first data element andthe write
areregistered on the sameclock edge

Figure 10. Burst Write Operation (Burst Length = 4)

A write burst without the auto precharge function may be interrupted by a subsequent Write,
BankPrecharge/PrechargeAll, or Read command before the end of the burst length. An interrupt
coming from Write command can occur on any clock cycle following the previous Write command
(refer to the following figure).
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TO T1 T2 T3 T4 T5  T6 T7 T8
LK 'enieniben il i an e i en BN en i e

| | | | | | |
COMMAND < NOP »{VRITE AWGVRITE By NOP > NOP »{ NOP »{ NOP »{'NOP » NOP »-
| | | | | | |

| | | | | | |
DQ —|—<DIN A0>-< DIN BO>-< DIN Bl>-<DIN Bz>-< DIN Bg> }

Figure 11. Write Interrupted by a Write (Burst Length = 4)

The Read command that interrupts a write burst without auto precharge function should be
issued one cycle after the clock edge in which the last data-in element is registered. In order to avoid
data contention, input data must be removed from the DQs at least one clock cycle before the first
read data appears on the outputs (refer to the following figure). Once the Read command is
registered, the data inputs will be ignored and writes will not be executed.

TO T1 T2 T3 T4 T5  T6 T7 T8
LK Mo

| | | | | | |
COMMAND < NOP »GvriTE AREAD B NOP 3 NOP »{ NOP Y NOP » NOP »{ NOP »-
| | | | | |

|

CASH# latency=2 L ! !

tos,DQ e o oo o Pesie—
| | | |

t(;isg (I?atency=3 D:Z)UT BXDIOUT BXIZI)OUT Bz><I?OUT B)

Input data must be removed from the DQ
at least one clock cycle befordhe Read
data appearson the outputs to avoiddata
contention

Figure 12. Write Interrupted by a Read (Burst Length = 4, CAS# Latency = 2, 3)

The BankPrecharge/PrechargeAll command that interrupts a write burst without the auto
precharge function should be issued m cycles after the clock edge in which the last data-in element is
registered, where m equals twr/tck rounded up to the next whole number. In addition, the DQM signals
must be used to mask input data, starting with the clock edge following the last data-in element and
ending with the clock edge on which the BankPrecharge/PrechargeAll command is entered (refer to the
following figure).

10
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CLK l_\_l_I_ _I_l_\_l_I_I_\_I_I_I_I_

DOM ﬁl I /] I \ : : I :
tRP
HActlvate>-< >—<

w ><Prmarg}< <

Note: The DQMs can remain low in this example if the length of the write burstis 1 or 2.

Figure 13. Write to Precharge

Write and AutoPrecharge command (RAS# = "H", CAS# = "L", WE# = "L", BAs = Bank, A10 = "H",
A0-A8 = Column Address)

The Write and AutoPrecharge command performs the precharge operation automatically after
the write operation. Once this command is given, any subsequent command cannot occur within a
time delay of {(burst length -1) + twr + trp (min.)}. At full-page burst, only the write operation is
performed in this command and the auto precharge function is ignored.

T0 T1 T2 T3 T4 T5 T6 T7 T8 T9

CLK t |_I |_4 |_4 |_4 I_I I_l_' L4 L4 L

COMMAND-C ey NOP M NOP ){W,W,;:;%*a,;-( NOP>-< NOP)—( NOP M NoP Y NoP YT
I | | ton |

DQ ! ! ! { DINA0>-< DIN As) ! *! |

N * Begn AutoPrecharge
toaL =twr*trp Bank can be reactivated at
completion of toH

Figure 14. Burst Write with Auto-Precharge (Burst Length = 2)

8 Mode Register Set command (RAS# ="L", CAS# ="L", WE# ="L", A0-Al11l = Register Data)

The mode register stores the data for controlling the various operating modes of SDRAM. The
Mode Register Set command programs the values of CAS# latency, Addressing Mode and Burst
Length in the Mode register to make SDRAM useful for a variety of different applications. The default
values of the Mode Register after power-up are undefined; therefore this command must be issued
at the power-up sequence. The state of pins AO~A9 and All in the same cycle is the data written to
the mode register. Two clock cycles are required to complete the write in the mode register (refer to
the following figure). The contents of the mode register can be changed using the same command
and the clock cycle requirements during operation as long as all banks are in the idle state.

11
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Table 5. Mode Register Bitmap
BAO,1 [A11,A10| A9 A8 | A7 A6 | A5 | A4 A3 A2 | A1 | A0

RFU* | RFU* | WBL Test Mode CAS# Latency BT Burst Length
*_1 | . | . [
A9 |Write Burst Length A8 | A7 Test Mode A3 Burst Type
0 Burst 0 0 Normal 0 Sequential
1 Single Bit 1 0 Vendor Use Only 1 Interleave
0 1 Vendor Use Only
v |
A6 | A5 A4 | CAS# Latency A2 Al AQ Burst Length
0 0 0 Reserved 0 0 0 1
0 0 1 Reserved 0 0 1 2
0 1 0 2 clocks 0 1 0 4
0 1 1 3 clocks 0 1 1 8
1 0 1 Reserved 1 1 1 Full Page (Sequential)
All other Reserved All other Reserved

*Note: RFU (Reserved for futureuse)s houl d stay fAi0d6 during MRS cycl e.

T4 T5 T6 T7 T8 T9 T10
MMy sy s
| | |
f f f
| | |
] ]
|

TO T1 T2 T
CKE @ i : i

i i | t |
- R

WE# \\\\\\\\‘ &\\Y\ \\\\ ANNARRRI QIEEEREINNNRIRRNRNERNY
BAO,1 \\\\\\\\\\\\\\\\ \\ W . SNNNRRNK QNN

w

i

CLK

A10 \ \
AQ-A9 . ddrsKey
2049, AN AR LA RN .
pov N I 1 |

| | I tee | R ! |
o ozl |7 71— L | {1

1) T
PrechargeAll Mode Register Any
SetCommand Command

Figure 15. Mode Register Set Cycle

12



FEBRUARY 2011 AS4C8M16S

7N

A Burst Length Field (A2~A0)

This field specifies the data length of column access using the A2~A0 pins and selects the Burst
Length to be 2, 4, 8, or full page.

Table 6. Burst Length Field

A2 Al AO Burst Length
0 0 0 1
0 0 1 2
0 1 0 4
0 1 1 8
1 0 0 Reserved
1 0 1 Reserved
1 1 0 Reserved
1 1 1 Full Page

Full Page Length: 512

A Burst Type Field (A3)
The Burst Type can be one of two modes, Interleave Mode or Sequential Mode.

Table 7. Burst Type Field

A3 Burst Type
Sequential
1 Interleave

A Burst Definition, Addressing Sequence of Sequential and Interleave Mode

Table 8. Burst Definition

Burst Length Agtart ﬁ(idresio Sequential Interleave
5 X X 0 0,1 0,1
X X 1 1,0 1,0
X 0 0 0,1,2,3 0,1,2,3
4 X 0 1 1,2,3,0 10,32
X 1 0 2,3,0,1 2,3,0,1
X 1 1 3,0,1,2 3,2,1,0
0 0 0 0,1,2,3,4,5,6,7 0,1,2,3,4,5,6,7
0 0 1 1,2,3,4,5,6,7,0 1,0,3,2,5,4,7,6
0 1 0 2,3,4,5,6,7,0,1 2,3,0,1,6,7,4,5
8 0 1 1 3,4,5,6,7,0,1,2 3,2,1,0,7,6,5,4
1 0 0 4,5,6,7,0,1,2,3 4,5,6,7,0,1,2,3
1 0 1 5,6,7,0,1,2,3,4 5,4,7,6,1,0,3,2
1 1 0 6,7,0,1,2,3,4,5 6,7,4,5,2,3,0,1
1 1 1 7,0,1,2,3,4,5,6 7,6,5,4,3,2,1,0
Full page |location = 0-511 2 2 ?L_ll,é nn,:; 2é’ Not Support

13
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10

A CAS# Latency Field (A6~A4)

This field specifies the number of clock cycles from the assertion of the Read command to the first
read data. The minimum whole value of CAS# Latency depends on the frequency of CLK. The
minimum whole value satisfying the following formula must be programmed into this field.

tcac(min) OCAS# Latency X tck
Table 9. CAS# Latency Field

A6 A5 A4 CAS# Latency
0 0 0 Reserved
0 0 1 Reserved
0 1 0 2 clocks
0 1 1 3 clocks
1 X X Reserved

A Test Mode Field (A8~A7)
These two bits are used to enter the test mode and must be programmed to "00" in normal operation.

Table 10. Test Mode Field

A8 A7 Test Mode
0 0 normal mode

1 Vendor Use Only
1 X Vendor Use Only

A Write Burst Length (A9)
This bit is used to select the write burst mode. When the A9 bit is "0", the Burst-Read-Burst-Write
mode is selected. When the A9 bit is "1", the Burst-Read-Single-Write mode is selected.

Table 11. Write Burst Length

A9 Write Burst Mode
Burst-Read-Burst-Write
1 Burst-Read-Single-Write

Note: A10 and BA should stay ALO during mode set

No-Operation command
(RAS# = "H", CAS# = "H", WE# = "H")

The No-Operation command is used to perform a NOP to the SDRAM which is selected (CS# is
Low). This prevents unwanted commands from being registered during idle or wait states.

Burst Stop command

(RAS# = "H", CAS# = "H", WE# ="L")

The Burst Stop command is used to terminate either fixed-length or full-page bursts. This
command is only effective in a read/write burst without the auto precharge function. The terminated
read burst ends after a delay equal to the CAS# latency (refer to the following figure). The
termination of a write burst is shown in the following figure.

14
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TO T1 T2 T3 T4 T5 T6 T7 T8
CLK 4 4 - 4 L+ L+ 4+ L4 Lg L

1 1 1 1 1 1
COMMAND ~READ A< NOP 3 NOPY NOP»<urst s NOP 3

|
NOP )-( NOP>-< NOP )—

CAS# latency=2

. O . | |
| | The burst ends after a delay equalto the CAS#latency

GHout A pouTH: DOUTXDOUT N

| |

| |
tcko, DQ i i i : I /
CASH latency=3 L ! !

I I I { ouT AX DouT
teks, DQ | | | ww@-_)@—/

N

Figure 16. Termination of a Burst Read Operation (Burst Lengthi 4, CAS# Latency = 2, 3)

T0 T1 T2 T3 T4 TS5 T6 T7 T8

LK ML rem

NOP >-< NOP >-< NOP >-

— 1 1 31 1 1
COMM AND-( NOP >-<\/RITE A>-< NOP>—< NOP >-<3ur5t su)-( NOP>-<
| | ., |

DQ —:—(DIN A>-<DIN A>—<DIN A I

Figure 17. Termination of a Burst Write Operation (Burst Length = X)

11 Device Deselect command (CS# = "H")

The Device Deselect command disables the command decoder so that the RAS#, CAS#, WE#
and Address inputs are ignored, regardless of whether the CLK is enabled. This command is similar

to the No Operation command.

12 AutoRefresh command
(RAS# = "1L", CAS# = "L", WE# =

The AutoRefresh command is used during normal operation of the SDRAM and is analogous to
CAS#-before-RAS# (CBR) Refresh in conventional DRAMs. This command is non-persistent, so it
must be issued each time a refresh is required. The addressing is generated by the internal refresh
controller. This makes the address bits a "don't care" during an AutoRefresh command. The internal
refresh counter increments automatically on every auto refresh cycle to all of the rows. The refresh
operation must be performed 4096 times within 64ms. The time required to complete the auto
refresh operation is specified by trc(min.). To provide the AutoRefresh command, all banks need to
be in the idle state and the device must not be in power down mode (CKE is high in the previous
cycle). This command must be followed by NOPs until the auto refresh operation is completed. The
precharge time requirement, tre(min), must be met before successive auto refresh operations are

performed.

13 SelfRefresh Entry command
(RAS# ="L", CAS# ="L", WE# = "H", CKE ="L", A0-A9 = Don't care)

The SelfRefresh is another refresh mode available in the SDRAM. It is the preferred refresh
mode for data retention and low power operation. Once the SelfRefresh command is registered, all
the inputs to the SDRAM become "don't care" with the exception of CKE, which must remain LOW.
The refresh addressing and timing is internally generated to reduce power consumption. The
SDRAM may remain in SelfRefresh mode for an indefinite period. The SelfRefresh mode is exited by

"_N9'=,Dord afe) =

restarting the external clock and then asserting HIGH on CKE (SelfRefresh Exit command).

"
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SelfRefresh Exit command

This command is used to exit from the SelfRefresh mode. Once this command is registered,
NOP or Device Deselect commands must be issued for txsr(min.) because time is required for the
completion of any bank currently being internally refreshed. If auto refresh cycles in bursts are
performed during normal operation, a burst of 4096 auto refresh cycles should be completed just
prior to entering and just after exiting the SelfRefresh mode.

Clock Suspend Mode Entry / PowerDown Mode Entry command (CKE = "L")

When the SDRAM is operating the burst cycle, the internal CLK is suspended (masked) from
the subsequent cycle by issuing this command (asserting CKE "LOW"). The device operation is held
intact while CLK is suspended. On the other hand, when all banks are in the idle state, this
command performs entry into the PowerDown mode. All input and output buffers (except the CKE
buffer) are turned off in the PowerDown mode. The device may not remain in the Clock Suspend or
PowerDown state longer than the refresh period (64ms) since the command does not perform any
refresh operations.

Clock Suspend Mode Exit / PowerDown Mode Exit command (CKE= "H")

When the internal CLK has been suspended, the operation of the internal CLK is reinitiated
from the subsequent cycle by providing this command (asserting CKE "HIGH", the command should
be NOP or deselect). When the device is in the PowerDown mode, the device exits this mode and all
disabled buffers are turned on to the active state. troe(min.) is required when the device exits from
the PowerDown mode. Any subsequent commands can be issued after one clock cycle from the end
of this command.

Data Write / Output Enable, Data Mask / Output Disable command (DQM = "L", "H")

During a write cycle, the DQM signal functions as a Data Mask and can control every word of
the input data. During a read cycle, the DQM functions as the controller of output buffers. DQM is
also used for device selection, byte selection and bus control in a memory system.

16
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Table 12. Absolute Maximum Rating

Ratin
Symbol Iltem d Unit |Note
-6/7
VN, Vout Input, Output Voltage -1.0~46 V 1
Vbp, VbDQ Power Supply Voltage -1.0~4.6 \% 1
Ta Ambient Temperature 0~70 °C| 1
TsTG Storage Temperature -55~125 °C 1
TsoLDER Soldering Temperature (10 second) 260 °C| 1
Pp Power Dissipation 1 W | 1
lout Short Circuit Output Current 50 mA| 1
Table 13. Recommended D.C. Operating Conditions (T, = 0~70°C)
Symbol Parameter Min. Typ. Max. Unit |Note
VDD Power Supply Voltage 3.0 3.3 3.6 \% 2
VbDQ Power Supply Voltage(for 1/0O Buffer) 3.0 3.3 3.6 \ 2
ViH LVTTL Input High Voltage 2.0 3.0 Vbpg +0.3| V 2
Vi LVTTL Input Low Voltage -0.3 0 0.8 \% 2
| . _Input Leakage Current e
I- ( 0OV OViNn OVpp, All other pins not under test = 0V ) -10 10 HA
| Output Leakage Current e
ot Output disable, 0OV OVout OVbbg) -10 10 HA
LVTTL Output "H" Level Voltage e e
VoH (lout =-2mA) 24 M
LVTTL Output "L" Level Voltage & é
VoL (lout =2mA) 04 v
Table 14. Capacitance (VDD = 3.3V, f = 1IMHz, T, = 25°C)
Symbol Parameter Min. Max. Unit
Ci Input Capacitance 2 5 pF
Cio Input/Output Capacitance 4 6.5 pF

Note: These parameters are periodically sampled and are not 100% tested.
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Table 15. Recommended D.C. Operating Conditions (VDD = 3.3V + 0.3V, T, = 0~70°C)

Description/Test condition Symbol 6 MsLx 7 Unit |Note

Opergting Current 3

trc OtRC(mIn),. Outputs Open IoD1 120 110

One bank active
Precharge Standby Current in non-power down mode

tck = 15ns, CS# OViH(min), CKE OV IbD2N

; 20 20

Input signals are changed every 2clks
Precharge Standby Current in non-power down mode

tck = D, CLK OV, (max), CKE OV, Ibb2ns 15 15
Precharge Standby Current in power down mode

tck = 15ns, CKE OViL(max) lob2p 2 2
Precharge Standby Current in power down mode mA

tck = D, CKE OViL(max) Ibb2ps 2 2
Active Standby Current in non-power down mode

tck = 15ns, CKE OViH(min), CS# OVix(min) IDD3N 30 30

Input signals are changed every 2clks
Active Standby Current in non-power down mode

CKE OVin(min), CLK OViL(max), tck = B Ibpans 25 25
Operating Current (Burst mode)

tck =tck(min), Outputs Open, Multi-bank interleave Ibp4 140 130 3,4
Refresh Current

trc Otrc(min) Iops 200 200 3
Self Refresh Current

CKE 00.2V ; for other inputs Vi OVpp - 0.2, V. 00.2V loos 2 2 mA

18
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Table 16. Electrical Characteristics and Recommended A.C. Operating Conditions
(Vop = 3.3V80.3V, T, = 0~70°C) (Note: 5, 6, 7, 8)

-6 -7 .
Symbol A.C. Parameter - - Unit |Note
Min Max. Min Max.
trc Row cycle time 60 63 .
(same bank) i
trcD RAS# to CAS# delay }
18 - 21
(same bank)
trP Precharge to refresh/row activate 21 )
command (same bank) 18 ) ns
tRRD Row activate to row activate delay
(different banks) 12 - 14 -
trAS Row activate to precharge time 100k
(same bank) 42 100k 42
twr Write recovery time 2 ) 2 )
. t
tcco | CASH to CAS# Delay time 1 ] 1 i o
CL*=2 9 } 10 -
tck Clock cycle time 9
CL*=3 6 } 7 -
tcH Clock high time 25 ; 25 - 10
tcL Clock low time 25 ) 25 - 10
) Access time from CLK CLr=2 - 6 - 6 10
he (positive edge) CL*=3 . 5 - 5.4
ns
toH Data output hold time 25 . 27 - 9
tLz Data output low impedance 1 } 1 -
thz Data output high impedance . 5 } 5.4 8
tis Data/Address/Control Input set-up time 15 . 15 - 10
tiH Data/Address/Control Input hold time 1 . 1 - 10
tPDE Power Down Exit set-up time tis+ tck . tis+ tck .
tREFI Refresh Interval Time - 15.6 - 15.6 Hs
txsR Exit Self Refresh to Read Command time | tis+ trc - tis+ trc - ns
* CL is CAS Latency.
Note:

1. Stress greater than those listed under "Absolute Maximum Ratings" may cause permanent damage to
the device.

2. All voltages are referenced to Vss. VIH (Max) = 4.6V for pulse width O3ns. VIL (Min) = -1.5V for pulse
width O 3ns.

3. These parameters depend on the cycle rate and these values are measured by the cycle rate under the
minimum value of tck and trc. Input signals are changed one time during every 2 tck.

4. These parameters depend on the output loading. Specified values are obtained with the output open.
Power-up sequence is described in Note 11.

6. A.C. Test Conditions
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Table 17. LVTTL Interface

Reference Level of Output Signals 1.4V /1.4V
Output Load Reference to the Under Output Load (B)
Input Signal Levels 2.4V 0.4V
Transition Time (Rise and Fall) of Input Signals 1ns
Reference Level of Input Signals 1.4v
3.3V 1.4V
1.2kY 50V
Z0=50Y
Output Output
30pF ) 30pF
7L 870Y
Figure 18.1 LVTTL D.C. Test Load (A) Figure 18.2 LVTTL A.C. Test Load (B)

10.

11.

Transition times are measured between Vi and ViL. Transition (rise and fall) of input signals are in a
fixed slope (1 ns).

thz defines the time in which the outputs achieve the open circuit condition and are not at reference
levels.

If clock rising time is longer than 1 ns, (tr / 2 -0.5) ns should be added to the parameter.
Assumed input rise and fall time tr (tr & tF) =1 ns

If tr or tr is longer than 1 ns, transient time compensation should be considered, i.e., [(tr + tf)/2 - 1]
ns should be added to the parameter.

Power up Sequence

Power up must be performed in the following sequence.

1) Power must be applied to Vbp and Vbpg (simultaneously) when CKE= fi L BQM= fi Hand all input
signals are held "NOP" state.

2) Start clock and maintain stable condition for minimum 200 ps, then bring CKE= fi Hand, it is
recommended that DQM is held "HIGH" (Voo levels) to ensure DQ output is in high impedance.

3) All banks must be precharged.

4) Mode Register Set command must be asserted to initialize the Mode register.

5) A minimum of 2 Auto-Refresh dummy cycles must be required to stabilize the internal circuitry of the

device.
* The Auto Refresh command can be issue before or after Mode Register Set command

20



FEBRUARY 2011 )L AS4C8M16S

Timing Waveforms

Figure 19. AC Parameters for Write Timing (Burst Length=4)
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Figure 20. AC Parameters for Read Timing (Burst Length=2, CAS# Latency=2)
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Figure 21. Auto Refresh (Burst Length=4, CAS# Latency=2)

1
Prech All T T T
Cgerﬁr:;%fj éz:ﬁn'? :r::fh Auto Refresh Activate Read
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Figure 22. Power on Sequence and Auto Refresh

TO T1 T2 T3 T4 T5 T6 T7 T8 T9 T10 T11T12 T13 T14 T15 T16 T17 T18 T19 720 T21 T22

ck _ I ML _I_\__LI_\_—L.'—L.'—L. JU Yy ULy

CKE : :::i?:g:l]i?\fii i i Mi:ni'mumforZRefresh C:ycles;are%}quired i i i
ST TN
RAS# AR N \\\\i\\ AR R e
cAst N\ &\\x\\\ TR | AT OGS

QN

__
\\K\ﬁ NINNNNNNY NANNNNNG . \\\\\
-- -

HNEEEEE
A T T S 0\1\ ...... NS

1
I N ! I |
+ T
I 1
tmMrD 1 1 :
1 1 |
N E— . |__|_.|___ —_

uﬂ%

rs
Precharge All lstT Auto RefresH” 2nd Auto Refresh”) Any
Command Command Command Command

Inputs must be Mode Regster

Stable for 200ps Set Command

R Don o6Qare

Note(*):The Auto Refreshcommand can be issue before or after Mode Register Set command
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Figure 23. Self Refresh Entry & Exit Cycle

TO T1 T2 13 T4 715 16 T7 T8 719 T10 T11 T12 'I|13 T14 T15 T16 T17 T18 T19
—

Self RefreshEntry Self Refresh Exit

Note: To Enter SelfRefresh Mode

CS#, RAS# & CAS# with CKE should be low at the same clock cycle.

After 1 clock cycle, all the inputs including the system clock can be don't care except for CKE.
The device remains in SelfRefresh mode as long as CKE stays "low".

Once the device enters SelfRefresh mode, minimum tras is required before exit from SelfRefresh.

To Exit SelfRefresh Mode

System clock restart and be stable before returning CKE high.

Enable CKE and CKE should be set high for valid setup time and hold time.

CS# starts from high.

Minimum txsr is required after CKE going high to complete SelfRefresh exit.

4096 cycles of burst AutoRefresh is required before SelfRefresh entry and after SelfRefresh exit if the
system uses burst refresh.

PwNPE

©Co~NoO
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Figure 24.1. Clock Suspension During Burst Read (Using CKE)
(Burst Length=4, CAS# Latency=2)

T0 T1 T2 T3 T4 T5 T6 Ty T8 T9 T10 T11T12 T13 T14T15T16 T17 T18T19 T20 T21 T22

CLK _,:_I_,:_I_,:—l_: —l_.:—L.:—l_.:—L—L JEp SRR ENN
e g

1 1 1 1 1 1 1 1
I I I I I I 1
R L1 e Lo

DQ Hral L 1L | X aa X ae X Ax3 )‘—:—J.'— —L 1

Activate RIad Clock Suspend ~ Clock Suspend Clock Sugpend
Cammand Command 1 Cycle 2 Cycles 3 Cycles
Bank A Bank A BN Do nGare
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Figure 24.2. Clock Suspension During Burst Read (Using CKE)
(Burst Length=4, CAS# Latency=3)

Activate Read Clock SuspendClock Suspend  Clock Suspend .
Cammand Command 1Cycle 2Cycles 3Cydles \'\: Do n@ate
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Figure 25. Clock Suspension During Burst Write (Using CKE)
(Burst Length=4)
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Figure 26. Power Down Mode and Clock Suspension (Burst Length=4, CAS# Latency=2)
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Figure 27.1. Random Column Read (Page within same Bank)
(Burst Length=4, CAS# Latency=2)
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Figure 27.2. Random Column Read (Page within same Bank)
(Burst Length=4, CAS# Latency=3)
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Figure 28. Random Column Write (Page within same Bank)
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Figure 29.1. Random Row Read (Interleaving Banks)

(Burst Length=8, CAS# Latency=2)
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Figure 29.2. Random Row Read (Interleaving Banks)
(Burst Length=8, CAS# Latency=3)
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Figure 30. Random Row Write (Interleaving Banks)
(Burst Length=8)
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Figure 31.1. Read and Write Cycle (Burst Length=4, CAS# Latency=2)
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Figure 31.2. Read and Write Cycle (Burst Length=4, CAS# Latency=3)
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Figure 32.1. Interleaving Column Read Cycle (Burst Length=4, CAS# Latency=2)
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Figure 32.2. Interleaved Column Read Cycle (Burst Length=4, CAS# Latency=3)
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Figure 33. Interleaved Column Write Cycle (Burst Length=4)
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Figure 34.1. Auto Precharge after Read Burst (Burst Length
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Figure 34.2. Auto Precharge after Read Burst (Burst Length=4, CAS# Latency=3)
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Figure 35. Auto Precharge after Write Burst (Burst Length=4)
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Figure 36.1. Full Page Read Cycle (Burst Length=Full Page, CAS# Latency=2)
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Figure 36.2. Full Page Read Cycle (Burst Length=Full Page, CAS# Latency=3)
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Figure 37. Full Page Write Cycle (Burst Length=Full Page)
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